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20804 | RSC Adv., 2014, 4, 20804–208High performance transistors based on the
controlled growth of triisopropylsilylethynyl-
pentacene crystals via non-isotropic solvent
evaporation
C. Pitsalidis,*a N. Kalfagiannis,ab N. A. Hastas,c P. G. Karagiannidis,a C. Kapnopoulos,a
A. Ioakeimidisa and S. Logothetidis*a
Triisopropylsilylethynyl-pentacene (TIPS-PEN) has proven to be one of the most promising small molecules in
the ﬁeld of molecular electronics, due to its unique features in terms of stability, performance and ease of
processing. Among a wide variety of well-established techniques for the deposition of TIPS-PEN, blade-
metered methods have recently gained great interest towards the formation of uniform crystalline ﬁlms
over a large area. Following this rationale, we herein designed a versatile approach based on blade-coating,
which overcomes the problem of anisotropic crystal formation by manipulating the solvent evaporation
behaviour, in a way that brings about a preferential degree of crystal orientation. The applicability of this
method was evaluated by fabricating ﬁeld-eﬀect transistors on glass as well as on silicon dioxide/silicon
(SiO2/Si) substrates. Interestingly, in an attempt to improve the rheological and wetting behaviour of the
liquid ﬁlms on the SiO2/Si substrates, we introduced a polymeric interlayer of polystyrene (PS) or
polymethylmethacrylate (PMMA) which concurrently acts as passivation and crystallization assisting layer. In
this case, the synergistic eﬀects of the highly-ordered crystalline structure and the oxide surface
modiﬁcation were thoroughly investigated. The overall performance of the fabricated devices revealed
excellent electrical characteristics, with high saturation mobilities up to 0.72 cm2 V1 s1 (on glass with
polymeric dielectric), on/oﬀ current ratio >104 and low threshold voltage values (<5 V).1. Introduction
During the last decade, organic eld-eﬀect transistors (OFETs)
have attracted signicant attention for their great potential in
fabricating the next generation of electronic devices including
electronic paper,1 exible displays,2,3 RFIDs4,5 and sensing
systems.6–8 Despite the remarkable progress in the research and
development of vacuum-deposited organic semiconducting
molecules,9 the demands for low-cost and easy-processing
methods have led to the manufacturing of OFETs employing
solution-processed semiconductors. To this end, functionalized
acenes represent a class of especially promising compounds,
due to their good intrinsic eld-eﬀect mobilities, enhanced
environmental stability and suﬃcient solubility in common
organic solvents. Among them, triisopropylsilylethynyl-penta-
cene (TIPS-PEN)10 is one of the most intensively investigatedNanometrology, Aristotle University of
eece. E-mail: cpitsali@physics.auth.gr;
am Trent University, Nottingham, NG11
of Thessaloniki, GR-54124 Thessaloniki,
13organic small molecules. The insertion of the bulky side groups
in pentacene, aﬀects the molecular packing pattern by con-
verting the edge-to-face herringbone conformation into a face-
to-face arrangement. This structural modication results in
signicant enhancement of the charge carrier mobility due to
the high degree of p-orbital overlap.11 An excellent proof of
concept regarding the performance of TIPS-PEN based OFETs,
was recently reported by Diao et al.12
Apart from the advantageous inherent properties of these
materials, the solution-processing technique along with the
experimental parameters (i.e., solvent type, substrate surface
energy, annealing procedure, etc.) are key factors, governing the
resulting crystalline morphology and the overall lm quality.
Particularly, the orientation along with the size and the shape of
the crystallites strongly dene the electronic behaviour, since the
conductivity in organic materials is highly anisotropic.13,14 Thus,
in single-crystal and polycrystalline textured TIPS-PEN lms, the
uniaxial crystal orientation is prerequisite for eﬃcient charge
carrier transport. Two simple and eﬀective solution-processing
techniques which have been broadly employed towards the
production of eﬃcient transistor devices, are drop-casting15,16
and spin-coating.17,18 In the case of drop-casted TIPS-PEN OFETs
however, crystals misorientation which typically occurs, leads toThis journal is © The Royal Society of Chemistry 2014
Fig. 1 Schematic presentation of the device structure of blade-coated
TIPS-PEN OFETs based on (a) crosslinked-PVP and (b) polymer/SiO2
dielectrics. (c) Scheme of the employed blade-coating technique. The
inset image depicts the experimental apparatus used in this work.
Paper RSC Advancescharge carrier anisotropy and inconsistent device performance.
Spin-coating on the other hand, enables the formation of thin
and uniform lms over a large area, providing control over the
lm thickness and good reproducibility, yet the insuﬃcient time
for molecular self-organization impedes the generation of
highly-ordered crystalline structure. Hence, a variety of alterna-
tive solution-processing techniques has emerged, to tune the
morphology by taking control over the crystallization process
and giving directional properties to the crystalline lms. Some
representative examples of these techniques include hollow pen
writing,13 zone-casting,19 solution-shearing,20 dip-coating21 and
other approaches.22–24 Still, establishing a reliable method of
producing crystal alignments or uniaxial periodic arrangements
while keeping the coating speed at high levels, remains a chal-
lenge. Owing to the simplicity and the compatibility with roll-to-
roll processes, blade-metered techniques provide the techno-
logical potential for use in large area electronics. Moreover, their
unique advantages in terms of thickness uniformity and repro-
ducibility have rendered them a useful tool for the precise
deposition of soluble organic semiconducting materials.
Recently, blade-metered techniques have been applied in
diﬀerent experimental setups for the realization of solar cells,25
light-emitting diodes26 and eld-eﬀect transistors.27–29 However,
the quality of the resulting lms is highly dependent on an
intricate balance of several parameters, such as the viscosity, the
processing temperature, the solvent evaporation rate and the
coating speed.
We herein rst report a simple and fast lm-forming route
based on a combination of blade-coating and a controlled
drying process namely “non-isotropic solvent evaporation”, for
growing self-aligned TIPS-PEN crystals. To achieve that, we
introduced an evaporation gradient which limits the random
crystal growth and prevents the commonly observed “coﬀee-
stain” patterns. It should be noted that despite the numerous
approaches for the induction of uniaxial crystal orientation that
already exist in literature, our work is clearly distinguished, in
the sense that neither time consuming nor complex experi-
mental setups are required. The proposed method was initially
evaluated by fabricating OFETs on glass substrates based on
crosslinked polyvinylphenol (PVP) dielectric, while its compat-
ibility was further investigated in conventional SiO2/Si
substrates. However, in the latter case, when the active layer of
the organic semiconductor is fast blade-coated from low viscous
solutions, problems in its wetting and ow behaviour are
encountered, restricting the coating of homogeneous wet lms.
To rectify this issue, we incorporated a soluble polymer onto
SiO2 which also serves as a passivation layer. The various types
of the fabricated OFETs, yielded reliable performance with high
charge carrier mobility, highlighting the versatility and eﬀec-
tiveness of the “non-isotropic solvent evaporation” method.
2. Experimental section
2.1 Materials
Triisopropylsilylethynyl-pentacene (TIPS-PEN, $99.0%) was
purchased from Sigma-Aldrich and used without further puri-
cation. Polyvinylphenol (PVP, Mw: 25 kDa), polystyrene (PS,This journal is © The Royal Society of Chemistry 2014Mw: 280 kDa), polymethylmethacrylate (PMMA, Mw: 996 kDa),
polymelamine-co-formaldehyde (PMF, Mn 432 84 wt% in 1-
butanol), as well as propylene glycol methyl ether acetate
(PGMEA, >99.5%) toluene (99.8%, anhydrous) and anisole
(99.7%, anhydrous) were also purchased from Sigma-Aldrich
and used without further purication.2.2 Sample preparation
glass substrates. Bottom-gate, top-contact OFETs (Fig. 1a)
incorporating a crosslinked PVP dielectric were fabricated on
glass. The PVP solution (8 wt%) was prepared by adding a
crosslinking agent of PMF in a weight ratio of 1 : 1 in PGMEA
solvent. Glass substrates, were rinsed with deionized water and
ultrasonicated in isopropylalcohol (IPA) for 10 min at 120 C.
Aer drying, aluminium (50 nm) was deposited by electron
beam evaporation in order to form the gate electrodes. PVP
dielectric was spun onto the substrates, followed by thermal
annealing at 180 C for 30 min to promote crosslinking. The
thickness of the resulted lms was about 500 nm.
SiO2/Si substrates. Bottom-gate, top-contact OFETs (Fig. 1b)
were fabricated on a heavily doped p-type silicon wafer with a 300
nm thermal oxide layer, which serves as a common gate electrode/
gate dielectric. The substrates were ultrasonicated in acetone and
IPA followed by oxygen plasma cleaning. PS or PMMA thin lms
were spun onto the thermally grown SiO2 substrates, from a PS (in
toluene) and a PMMA (in anisole) solution and then baked in a
hot plate for 1 h. The average thickness of both polymeric layers
was kept constant at 125  4 nm, as determined using spectro-
scopic ellipsometry, whereas the root mean square roughness
values were found below 0.3 nm (PS: 0.21 nm, PMMA: 0.29 nm), as
calculated from atomic force microscopy (AFM) measurements.
Aer the deposition of the active solution onto the various
substrates, gold source-drain electrodes (thickness: 50 nm,
width, (W) ¼ 1000 or 4000 mm, length (L) ¼ 30–100) were vapor-
deposited through a shadow mask with various channel lengths
and widths in an ultra-high vacuum chamber.2.3 Blade-coating process
A blade-coating apparatus (RK PrintCoat Instruments), capable
of micro-adjusting the speed of the blade (1–10 cm s1) as wellRSC Adv., 2014, 4, 20804–20813 | 20805
RSC Advances Paperas its height through precision holders, was utilized for the
accurate deposition of the semiconducting solutions. The stage
was kept xed, while the edge of the blade was forming an angle
with the substrate (Fig. 1c). By adjusting the height of the blade,
we were able to regulate the shape of the meniscus and spread
the contact line of the liquid across the desired area. The speed
of the blade was constant at 1.5 cm s1, while the height was
adjusted to 0.4  0.1 mm. The optimum volume of the TIPS-
PEN solution for rectangular substrates with dimensions of
20  15 mm, was determined in the range of 20–25 mL, as
smaller amounts led to uctuations in the liquid lm, whereas
larger prevented the expulsion of the solution due to the
capillary forces.
A schematic representation of the processing steps used in
the present study, is shown in Fig. 2a. Prior to depositing the
semiconducting solutions, the substrates were kept at 80 C for
several minutes. Promptly, the solution was transferred into the
gap between the substrate and the blade through capillary
action in order to form a meniscus and subsequently was
spread by the blade until a thin liquid lm was formed.
Following, the samples were covered with a small Teon
container which incorporates a rectangular slit in its one side,
in order to selectively direct the vapour ow of the solvent and
control the crystallization of TIPS-PEN. The width of the slit was
xed at 3 mm, whereas its length was specied by the sub-
strate's dimension. Aer lm solidication, the samples were
dried overnight to a vacuum chamber to remove the residual
solvent.2.4 Characterization
For the investigation of the surface morphology, AFM and
polarized optical microscopy (POM) measurements were per-
formed via a NTEGRA Scanning Probe Microscope (NT-MDT)Fig. 2 (a) Process ﬂow chart for the development of self-aligned TIPS-PE
shows a close view of the channel of a fabricated OFET). (b) Schematic
evaporate freely (left) and via “non-isotropic solvent evaporation” metho
20806 | RSC Adv., 2014, 4, 20804–20813and a Nikon LV100 polarized optical microscope, respectively.
For the AFM measurements, tapping mode was used for better
image acquisition using rectangular silicon cantilevers with 10
nm nominal tip curvature. The images were acquired at a
resolution of 512 points per line. A D-5000 (Brucker) diﬀrac-
tometer with CuKa1 (2.2 kW X-ray tube) monochromatic radi-
ation source, operating at 40 kV and 40 mA was used to
determine the crystalline quality of TIPS-PEN lms. X-Ray
diﬀraction (XRD) were performed in the angular range (2q) of 4
to 20 with a step size of 0.02 which is the range where the
main reections from TIPS-PEN are apparent. Finally, the
electrical characteristics of the produced OFETs were investi-
gated using a Keithley 4200SCS semiconductor parameter
analyzer under dark and ambient conditions, at room
temperature.3. Results and discussion
3.1 Non-isotropic solvent evaporation
In the conventional drying approach, the liquid lm is le to
evaporate freely (Fig. 2b, le), resulting in a rapid drying process
which is mainly governed by the free (natural) convection due to
the temperature diﬀerence between the lower (substrate/liquid)
and the upper interface (liquid/air). In such case, the evapora-
tion rate at the contact edges is higher than in the centre region
of the wet lm. During this stage, the nucleation preferably
occurs at the edges of the liquid lm and seeds the formation of
self-assembled crystals towards the inner region of the
substrate. This phenomenon arises from the capillary ow of
the solvent, transferring the solute from the centre to the
periphery line in order to compensate the higher evaporation
rate. Typically, the resulting lms exhibit a ring-like
morphology, approaching the so-called “coﬀee stain” pattern.24N ﬁlms using “non-isotropic solvent evaporation”method (POM image
illustration of the evaporation behaviour when the liquid ﬁlm is left to
d (right).
This journal is © The Royal Society of Chemistry 2014
Paper RSC AdvancesThe process signicantly diﬀers when using a container as
shown in Fig. 2b (right). Specically, when the solvent close to
the substrate receives heat, it becomes less dense and rises to
the upper part of the container, thus increasing the vapour
pressure and creating a solvent environment. Under such
conditions, the evaporation rate is notably reduced, inhibiting
the uncontrollable crystallization. Interestingly, a slit in the
container acts as a ventilator and causes diﬀusion of the solvent
vapors driven by the temperature diﬀerence between the inside
and the outside regimes. The crystal growth is initiated from the
pinned contact line at the edges of the wet lm, when the
nucleation density reaches a critical concentration value.30 As
the evaporation rate from the side of the substrate closer to the
slit is elevated, more TIPS-PEN molecules are transferred
towards the front side to seed the crystallization. In this way,
crystals preferably grow towards the opposite direction, main-
taining a macroscopic uniaxial orientation.
Since, the lms crystallization is greatly inuenced by the
evaporation process, the choice of a suitable solvent, is
undoubtedly a critical factor. To this end, solvents with diﬀerent
boiling points were tested, in order to obtain the optimum
crystalline characteristics (Fig. 3). It was found, that low boiling
point solvents (<70 C, i.e., chloroform) led to uncontrollable
crystallization and a consequent formation of spherulite struc-
tures. On the other hand, high boiling point solvents (<130 C,
i.e., dichlorobenzene) resulted in undesirable bulky crystalline
domains with a thickness exceeding 600 nm. Hence, toluene
was chosen as the most suitable solvent due to its moderate
boiling point (110 C), which gives the semiconductor adequate
time to self-assemble into high quality crystalline arrays.3.2 OFETs on glass substrates
Our rst results concerning the “non-isotropic solvent evapo-
ration” method were obtained in OFETs incorporating cross-
linked PVP dielectric on glass substrates. The surface properties
of the underlying layer not only play a crucial role in the coating-
process of the wet lm, but also in the resulting crystalline
morphology. Specically, PVP demonstrates excellent compati-
bility with TIPS-PEN, providing a suitable surface in terms of
roughness (0.31 nm, Fig. 4a), while favouring the adhesion of
the hydrophobic silyl groups of TIPS-PEN due to its low surface
energy (34.6 mJ m2). This is consistent with the XRD spectra
(Fig. 4b) and the POM measurements (Fig. 4c) obtained for the
crystalline lms grown onto the PVP layer.Fig. 3 POM images of the blade-coated TIPS-PEN crystals via “non-
isotropic solvent evaporation” using diﬀerent solvents: (a) chloroform,
(b) toluene, (c) 1,2-dichlorobenzene.
This journal is © The Royal Society of Chemistry 2014Specically, the diﬀraction pattern showed a series of strong
and sharp (00l) peaks implying the well-organized molecular
structure and conrming that the TIPS-PEN molecules are
stacked with the silyl groups on the substrate surface.31 More-
over, according to Bragg's law (2d sin q ¼ nl, l ¼ 1.54 A˚) the
primary diﬀraction peak at 2q ¼ 5.38 corresponds to an
interlayer spacing of d(001) ¼ 16.4 A˚, which matches well with
the c-axis unit cell (triclinic system with unit cell parameters of a
¼ 7.5650 A˚, b¼ 7.7500 A˚, c¼ 16.835 A˚, a¼ 89.15, b¼ 92.713, g
¼ 83.63).10 POM imaging revealed a clear optical birefringence
of a broad oriented crystalline array along the direction of the
vapor ow. The crystals displayed an elongated ribbon-like
structure while maintaining a good degree of orientation and
shape uniformity over several hundreds of microns, depending
on the uniformity of the blade-coated wet lm and geometrical
factors such as the substrate dimensions. The crystals thickness
ranged between 220–340 nm as calculated from the AFM peak-
to-valley values. These results are comparable with that of
relevant reported works,19,21 in which more demanding or time-
consuming techniques were applied for the establishment of
the desirable crystalline orientation.
Fig. 4d and e shows typical transfer and output characteris-
tics of top contact devices. The eld-eﬀect mobilities (m) were
calculated in the saturation regime using the following
equation:
m ¼ 2L
WCi

v
ﬃﬃﬃﬃﬃ
ID
p
vVG
2
(1)
where W (1000 mm) is the width of the channel, L (80 mm) the
length of the channel, Ci is the total measured capacitance perFig. 4 (a) AFM topography image and the corresponding contact
angle measurement of the crosslinked PVP surface. (b) Out-of-plane
XRD spectra of TIPS-PEN ﬁlms deposited on top of the PVP layer. Inset
shows the AFM image of a TIPS-PEN crystal. (c) POM image in the
channel area of a transistor showing the excellent directionality of the
crystalline domains. The white arrow indicates the direction of the
vapor ﬂow. (d) Transfer (VG was swept from 10 to 40 V with constant
VD at 40 V) and (e) output (VG varied from 0 to 40 V in steps of 10
V) characteristic curves of TIPS-PEN OFETs on PVP/Au/glass
substrates fabricated via “non-isotropic solvent evaporation” method.
RSC Adv., 2014, 4, 20804–20813 | 20807
RSC Advances Paperunit area (5.2 nF cm2), VG is the applied gate voltage and ID is
the drain current. For the precise calculation of themobility, the
channel width values were determined independently by the
sum of the crystallite widths using optical microscopy. As
expected, the fabricated OFETs exhibited excellent electrical
behaviour with a clear pinch-oﬀ and evident saturation char-
acteristics. The slight hysteresis which is apparent in both
characteristic curves is attributed to the presence of the
hydroxyl groups in the chemical structure of the polymeric
dielectric. The average mobility over a batch of 8 devices was
estimated 0.58 cm2 V1 s1, while the highest obtained value
was 0.72 cm2 V1 s1. All the OFETs showed near zero threshold
voltages (<3 V) and an on/oﬀ current ratio of 104. To the best of
our knowledge, this performance is among the highest reported
for TIPS-PEN OFETs with similar device structure, highlighting
the eﬃcient charge transport arising from the excellent crys-
talline properties of the lms.Fig. 5 AFM images of the hexane-etched (a) TIPS-PEN/PS and (b)
TIPS-PEN/PMMA ﬁlms and the surface topographies of (c and d) PS
and (e and f) PMMA before and after casting neat toluene using the
same deposition parameters.3.3 OFETs on SiO2/Si
First attempts to deposit TIPS-PEN on self-assembled mono-
layers (SAM)-treated SiO2 using the above approach, resulted in
poor lm coverage and limited crystal grain orientation, due to
the non-ideal wet lm distribution. This is attributed to the low
viscosity of TIPS-PEN solution and the fast blade movement. A
well-known approach to cope with such issues is to mix the
semiconductor with a polymer, forming a blended solution with
compatible wetting properties.29 However, in this case the
resulting vertical prole of the lm is inuenced by the
complexity of the phase separation phenomena, whichmay lead
to a non-distinct stratied structure and thus non-uniform
charge conduction. Interestingly, in the present work, we
examined the use of polymeric interlayers as an alternative way
to modify the high surface energy of the polar SiO2, and eﬀec-
tively facilitate favourable crystallization. Therefore, two
commonly used hydroxyl-free polymers, PS or PMMA, were
chosen for their excellent dielectric properties32,33 and their
hydrophobic nature which can limit the migration of water
molecules on the hydrophilic oxide surface.
Since a non-orthogonal solvent (toluene) was used for the
processing of the semiconductor, one would expect a serious
degradation or even a complete delamination of the underlying
soluble polymeric layer. Indeed, this is a plausible hypothesis
when using spin-coating for the deposition of the semi-
conductor's solution over a soluble polymer due to the strong
centrifugal forces. In contrast, blade-coating can serve as a
gentle way of solution-processing, since the liquid-lm is
formed in a relatively slow manner onto the substrate by the
assistance of the capillary forces. Accordingly, in our approach a
multitude of interplaying factors dene the evolution of the
crystalline morphology, depending on the degree of interaction
between the three components (solvent, TIPS-PEN, polymer).
Therefore, a qualitative explanation regarding the diﬀerent
stages of crystalline formation that take place during the
deposition of the active layer, follows. Aer spreading the active
solution, the local dissolution of the polymer leads to the partial
diﬀusion of TIPS-PEN molecules into the polymeric matrix.20808 | RSC Adv., 2014, 4, 20804–20813Since the crystalline TIPS-PEN enriches the upper interface
(lm/air), it tends to solidify faster and locally separate from the
polymer's phase. Simultaneously, the induced temperature
increases the solvent evaporation rate and consequently the
crystal growth is driven by the “non-isotropic solvent evapora-
tion” process, resulting in self-oriented crystalline arrays.
The degree of intermixing between TIPS-PEN and polymer is
a crucial factor which denes the critical interfaces of the
stratied layers. The above assumption was investigated by the
selective etching of TIPS-PEN using hexane solvent.
The removal of TIPS-PEN in both samples, revealed the existent
interface with the polymer and allowed us to study the
remaining surface characteristics using AFM measurements.
Therefore, in the case of PS interlayer, a relatively smooth
surface along with residual small crystalline fractions with
molecular terraces appeared on the top surface, indicating the
existence of a good molecular interface (Fig. 5a). Additionally,
this is consistent with the AFM results obtained from the PS
surface aer casting neat toluene using the exact procedure
parameters (same drying time, etc.) (Fig. 5c and d). Specically,
the obtained topographs revealed a negligible increase in the
surface roughness, indicating that the solvent did not notably
aﬀect the polymeric surface. In the case of PMMA interlayer,
TIPS-PEN etching revealed polymeric domains protruding from
the surface (Fig. 5b). This fact, along with the increased surface
roughness observed when casting neat toluene onto PMMA
lms, suggests a more extensive intermixing of the polymer
with TIPS-PEN (Fig. 5e and f). In this case, phase separation
phenomena driven by the enthalpic and/or entropic eﬀects,
seem to play a more predominant role to the resultingThis journal is © The Royal Society of Chemistry 2014
Paper RSC Advancesinterfacial composition, similarly to that of small molecule/
polymer blended lm approaches.34,35
Fig. 6a and b, shows the POM images of typical blade-coated
TIPS-PEN lms as deposited on PS or PMMA interlayer via “non-
isotropic solvent evaporation”, respectively. The clear birefrin-
gence indicates that well-oriented crystalline features were
successfully established, forming into elongated needle-like
crystals of some hundreds of microns. Moreover, the relative
consistency in the brightness and the colour of the crystals
implies good thickness uniformity and crystallographic align-
ment. The long axis of the crystals is in the direction [210] while
the short-axis corresponds to [120] .31 The angular deviation of
the crystals long-axis from the main growth direction was found
in the range of 18 in an area of 10 mm2, which is acceptable
for eﬃcient charge transport and device performance consis-
tency. It is worth noting, that the utilization of the diﬀerent
polymeric interlayers did not induce signicant eﬀects in the
crystalline orientation and morphology. The insets show the
corresponding AFM topographies of the blade-coated TIPS-PEN
lms. As calculated from the peak-to-valley values, the crystals
thickness was comparable in both cases, ranging from 160 to
230 nm. Correspondingly, the average width of the crystals was
found in the range of 20–60 mm for the PS and 15–40 mm for the
PMMA-modied lms. Continuing with the structural charac-
terization, the out-of-plane XRD spectra of Fig. 6c shows strong
(001)n reections, indicating the highly crystalline nature of the
TIPS-PEN lms onto the polymeric interlayers. According to the
Bragg's law, the intense peak at 2q ¼ 5.32  0.04 corresponds
to an interplanar distance of d(001) ¼ 16.5–16.8 A˚, which is
consistent with the distance of the well-dened layered struc-
ture depicted in the AFM inset image, where consecutive layers
of 1.7 nm thickness are evidenced in the height prole. We
conclude that the triclinic structure of the TIPS-PEN crystals wasFig. 6 POM images and the corresponding AFM topographies (insets)
of self-organized TIPS-PEN crystals onto (a) PS and (b) PMMA surface.
The white arrow in the POM images indicates the main direction of the
crystal growth. (c) Out-of-plane XRD spectra of the blade-coated
TIPS-PEN ﬁlms. The inset shows an AFM topography of the edge of a
TIPS-PEN crystal and a cross-sectional proﬁle which indicates the
highly crystalline layer-by-layer morphology.
This journal is © The Royal Society of Chemistry 2014well preserved in the deposited lms, indirectly conrming the
strong 2D p–p stacking which benets the eﬃcient charge
carrier transport.
Capacitance–frequency (C–f) measurements were subse-
quently performed in the polymer-modied structures, to esti-
mate the capacitance value Ci, which is essential for the
extraction of OFETs parameters. Hence, parallel plate metal–
insulator–semiconductor (MIS) capacitors were developed
along with the OFETs devices in order to investigate their
dielectric properties. The C–f data (100 kHz–1 MHz) shown in
Fig. 7a, highlight a slight frequency dispersion in the capaci-
tance. The maximum capacitance was obtained in the accu-
mulation region by applying a negative bias of 30 V.
Capacitance densities of 6.0  0.4 and 5.8  0.3 nF cm2 at
1 MHz were measured for the Au/TIPS-PEN/PS/SiO2/Si and Au/
TIPS-PEN/PMMA/SiO2/Si MIS devices, respectively. These values
are notably lower than that of the 300 nm neat SiO2 (11.0 nF
cm2), pointing out the presence of a double dielectric struc-
ture. To further investigate the hysteresis behaviour of the
devices, capacitance–voltage (C–V) measurements were also
carried out (Fig. 7b and c). By sweeping in the oﬀ-to-on direc-
tion, typical characteristics of MIS capacitor based on p-type
semiconductor with negative atband voltage were revealed.
Both PS and PMMA-modied devices, exhibited negligible
hysteresis, conrming the absence of traps at the dielectric–
dielectric and dielectric–semiconductor interfaces. Interest-
ingly, this result implies the eﬃcient passivation of the SiO2 by
the polymers, which minimizes the localization of trap sites
caused either by the absorbed water molecules or by theFig. 7 (a) C–f measurements (inset shows the structure of the MIS-
capacitors). (b and c) High frequency (1 MHz) C–V curves and (d and e)
J–V characteristics of the PS or PMMA-modiﬁed MIS devices
respectively.
RSC Adv., 2014, 4, 20804–20813 | 20809
RSC Advances Paperresidual solvent in the lms.36,37 The current density–voltage (J–
V) plots of the polymer-modied based MIS diodes are also
illustrated in Fig. 7d and e. The curves exhibited a typical
behaviour with non-symmetric J–V characteristics and an
increased current density under reverse bias. The leakage
current density values of the PS- or PMMA-modied samples,
for a negative gate bias of 30 V, was rather low, ranging from
107 to 108 A cm2. The absence of hysteresis along with the
relatively low leakage current values, underlined the good
functionality of the proposed MIS structure and allowed us to
extend our study in the fabrication of OFETs devices.
Fig. 8, shows the transfer and output characteristics of the
PS- and PMMA-modied OFETs. All the I–V curves demon-
strated unipolar p-type characteristics with distinct turn-on
behaviour and good saturation properties both in the linear and
saturation regime. The deviation from linearity at low VD in the
output plots of the PS-modied OFETs, indicates the presence
of a Schottky-like barrier which is attributed to non-ideality
factors between the contacts and the semiconductor.38,39 Hardly
any current hysteresis was observed in the I–V plots, conrming
that the polar SiO2 surface was eﬀectively passivated by the
polymeric interlayers. The extracted electrical parameters are
summarized and compared in Table 1. The PS- and PMMA-
modied TIPS-PEN OFETs demonstrated eld-eﬀect mobilities
up to 0.63 cm2 V1 s1 and 0.20 cm2 V1 s1 respectively,
whereas the on/oﬀ current ratio in both cases was higher than
104. The considerable diﬀerence observed in the measured
performance between the two alternate OFET types, isFig. 8 Transfer and output characteristics of the self-aligned TIPS-
PEN OFETs with polymeric modifying layers of PS (a and b), PMMA (c
and d). Devices had a top-contact/bottom-gate architecture and were
measured at VD ¼ 5 V (linear) and VD ¼ 40 V (saturation).
20810 | RSC Adv., 2014, 4, 20804–20813attributed to the diﬀerent interfacial properties between the
semiconductor and the assisting polymer. Specically, the
induced local morphological changes in the TIPS-PEN/PMMA
interface as shown above, may cause disruption of the p–p
stacking interaction. On the other hand, TIPS-PEN/PS samples
maintained a better molecular interface which leads to a
signicant increase of the charge carrier mobility. It is worth
mentioning that both OFETs consistently exhibited near zero
threshold voltages, implying the low charge traps density in the
accumulation channel.
Charge carrier mobility is undoubtedly one of the most
important parameters for the evaluation of OFETs performance.
However, other characteristics like the operational and envi-
ronmental stability are also considered essential in order to
obtain a better image of the transistors functionality. Accord-
ingly, stress measurements were carried out at a xed gate bias
of 40 V for various timings up to 104 s, at room temperature
and ambient conditions and the eﬀects on the drain current
and threshold voltage were monitored. Fig. 9a and b, shows the
evolution of transfer characteristics in the saturation regime (VG
¼ VD ¼ 40 V), as a function of stress time. The observed shi
towards the negative direction, indicates an alteration of the
threshold voltage, dened as DVT. Simultaneously, a decay in
the source–drain current is also apparent andmore pronounced
in higher stress times. Notably, aer the rst 103 s only a slight
decrease of approximately 13% in the drain current and a
threshold voltage shi of less than 5 V were observed for both
types of devices. Additionally, only marginal diﬀerences were
seen in the slopes and the hysteresis of the transfer character-
istics. The VT uctuations are mostly ascribed to the charge
trapping which takes place in the dielectric/semiconductor
interface. The threshold voltage instability can be described by
the following stretched-exponential function:40
DVTðtÞ ¼ DVo

1 exp


t
s
b	

(2)
with DVT(t) ¼ VT(t)  VT0 and DVo ¼ VG  VT0, where VG is the
applied gate and VT0 the initial threshold voltage. The param-
eter b (0 < b < 1) is the stretching or dispersion parameter,
whereas s represents the relaxation time of the carriers. These
parameters express a good quantied indicator of the relative
device stability. The scattered points shown in Fig. 9c and d are
the measured data of the DVT and the relative threshold voltage
shi DVT(t)/DVo, respectively. The parameters s, bwere extracted
by the curves (solid lines) of the stretched exponential t of
DVT(t)/DVo versus time, according to eqn (2). The best tting
plots exhibited a b value of 0.43 and 0.48 for the PS- and PMMA-
modied devices respectively. Since b factor is highly dependent
on the chemical nature of the semiconductor and the gate-
dielectric,41 the observed alteration is attributed to the diﬀerent
polymeric modication of SiO2. Accordingly, the relaxation time
s was found in the range between 104 and 105. These values are
in good agreement with that reported for OFETs using hexam-
ethyldisilazane (HMDS)-treated dielectrics or polymeric inter-
layers.42–44 It is also noteworthy, that PS-modied OFETs yielded
higher s values indicating smaller voltage shis and better
stability. This slight discrepancy is related to the moreThis journal is © The Royal Society of Chemistry 2014
Table 1 Electrical performance parameters of the various OFET devices fabricated via “non-isotropic solvent evaporation” method
Samples mavg (cm
2 V1 s1) mmax (cm
2 V1 s1) VT (V) Ion/Ioﬀ SS (V dec
1)
TIPS-PEN/PVP/glass 0.58 0.72 2.6 (1.7) 1.2  104 1.82
TIPS-PEN/PS/SiO2/Si 0.52 0.63 3.5 (1.1) 4.8  105 2.18
TIPS-PEN/PMMA/SiO2/Si 0.15 0.20 1.9 (1.4) 1.1  105 1.96
Fig. 9 Evolution of the transfer curves of the (a) PS and (b) PMMA-
modiﬁed OFETs with increasing time (0–104 s), under a gate bias of
40 V. Panels (c and d) show the threshold voltage shift (DVT) and the
plot of DVT/DVo vs. time. Transfer characteristics measured in blade-
coated TIPS-PEN OFETs modiﬁed using (e) PS or (f) PMMA before and
after 3 months exposure. Insets show the
ﬃﬃﬃﬃﬃﬃ
ID
p
vs: VG plots.
Paper RSC Advanceshydrophobic character of PS, which restricts more eﬃciently the
formation of trap sites, compared to PMMA. Another possible
explanation is the increased trap states between TIPS-PEN and
PMMA which is correlated with the abovementioned reported
interfacial defects and the ester groups in PMMA which act asThis journal is © The Royal Society of Chemistry 2014hole traps.45 This fact can be further conrmed by calculating
the charge carrier density, since the threshold voltage shi is
mainly attributed to the trapping events at the critical interfaces
of the transistors. Hence, the diﬀerence in the number of the
trapped holes can be expressed by the following equation:46
Nt ¼ DVTCi
e
(3)
with Nt the total trap density and e the elementary charge.
Consequently, values of 3.93  1011 cm2 and 4.80  1011 cm2
were obtained for the PS- and PMMA-modied devices respec-
tively. According to all the abovementioned ndings the fabri-
cated devices demonstrate signicant operational stability.
The environmental stability of the devices was investigated
by exposing a batch of fabricated transistors for a long period
(3months) in normal ambient conditions. Fig. 9e and f, shows
a comparison in the transfer characteristics between the freshly-
prepared and the air-exposed transistors. Both devices exhibi-
ted a negligible positive shi in the threshold voltage as well as
a slight increase in the hysteresis between forward and back-
ward scans. Moreover, a slight decrease was also observed in the
on-current and the on/oﬀ current ratio. These results further
conrm the long term environmental stability of the devices
arising from their eﬀective passivation by the polymeric
interlayers.4. Conclusions
In summary, we have successfully designed a novel and facile
method (“non-isotropic solvent evaporation”) which induces
control over the crystalline orientation and the growth direction
of TIPS-PEN blade-coated lms. The versatility of the proposed
experimental setup was evaluated by fabricating OFETs on two
alternate substrates. Specically, the OFETs incorporating
crosslinked-PVP dielectric on glass substrates yielded high
mobility values up to 0.72 cm2 V1 s1, as a consequence of the
enhanced crystal orientation and the preferential molecular
stacking. In the case of OFETs on conventional Si/SiO2
substrates, hydroxyl-free polymeric (PS or PMMA) assisting
layers were incorporated in order to accommodate the appro-
priate wetting characteristics between the active solution and
the hydrophilic SiO2 surface. The electrical characteristics of
these devices revealed a reliable performance with negligible
hysteresis, low threshold voltage and promising mobility
values, up to 0.63 cm2 V1 s1 and 0.20 cm2 V1 s1 for the PS-
and PMMA-modied OFETs, respectively. The evident diﬀer-
ence in the measured performance between the two modied
devices can be attributed to the interfacial phenomena,RSC Adv., 2014, 4, 20804–20813 | 20811
RSC Advances Paperoccurring during TIPS-PEN/polymer interaction. Furthermore,
the utilization of polymeric interlayers onto the SiO2/Si
substrates resulted in great operational and environmental
stability as a consequence of the high crystalline quality and the
subsequent eﬃcient passivation. The presented experimental
aspects open interesting perspectives towards the control over
the crystalline morphology and encourage further studies on
other solution-processed crystalline materials.Acknowledgements
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